Heimdal, Monica

From: Grossman, Dallas J. [dgrossma@nd.gov]

Sent: Thursday, July 11, 2013 2:26 PM
To: Heimdal, Monica ,
Subject: Pleasant Valley RV Park

Attachments: scan007092.pdf

Dallas Grossman | North Dakota Department of Health | Division of Water Quality | 701.328.5242


mailto:dgrossma@nd.gov

NOTE:
1.THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THER
AUTHORIZED AGENTS SHALL EACH DAY REMOVE ALL
mr,uuucmsmcnwms.mcrn
POTENTIAL POLLUTANTS THAT MAY HAVE BEEN
TO. OR TED IN, THE PUBUIC RIGHT

PERMANENT STABILIZATION PRACTICES WLL BE INSTALLED
ON DISTURBED AREAS AS SOON AS PRACTICABLE AND NO
LATER THAN FOURTEEN (14) DAYS AFTER THE
CONSTRUCTION ACTIVITY IN THAT PORTION OF THE SITE
HAS TEMPORARILY OR PERMANENTLY CEASED.
EXCEPTIONS MAY APPLY.

3.AT A MINIMUM, THE CONTRACTOR OR HIS AGENT SHALL
INSPECT ALL DISTURBED AREAS, AREAS USED FOR
STORAGE OF MATERIALS AND EQUIPMENT THAT ARE
EXPOSED TO PRECIPITATION, VEHICLE ENTRANCE AND EXIT
LOCAWS.MDM.L”SIIKLV,W'YHN
TWENTY—-FOUR (24) HOURS AFTER ANY RAIN EVENT OF
D.SDMCIWE.MWTRACTMGNSMT
SHALL UPDATE OR MODIFY THE STORMWATER POLLUTION
PREVENTION PLAN AS NECESSARY. SOME EXCEPTIONS TO
WEEKLY INSPECTIONS MAY APPLY, SUCH AS SUSPENSION
OF LAND DISTURBANCE ACTIVITIES.

4 ACCUMULATED SEDIMENT IN BWPS SHALL BE REMOVED
WITHIN SEVEN (7) DAYS AFTER A STORMWATER RUNOFF
EVENT OR PRIOR TO THE NEXT ANTICIPATED STORM
EVENT, WHICHEVER IS EARUER. SEDIMENT MUST BE
REMOVED WHEN BMP DESIGN CAPACITY HAS BEEN
REDUCED BY 50 PERCENT OR MORE.

LIMITS OF CONSTRUCTION
STRAW BAILES (SEE DETAL)
SILT FENCE (SEE DETAL)

STRAW WATTLES (SEE DETAL)

AND TIRE WASH AREA (SEE DETAL)

FENCE POST
(SPACING 8'—0" C. TO C.)

TRENCH, BURY 30TTOM
1'=0" OF FABRIC, TAMP IN PLACE.

SILT FENCE DETAIL

NOT TO SCALE

STABILIZED CONSTRUCTION ENTRANCE

SPACING DEPENDS ON SOIL
TYPE AND SLOPE STEEPNESS.

CONTOURS W/ 17 x 17
STAKE, TYP.

STRAW WATTLES

(ON-STTE)
NTS

D50 SIZED GRAVEL
/ (>3

JOB TITLE

RV PARK

PREVENTION PLAN

(701) 580-3177 or (701) 580-1314

STORM WATER POLLUTION H PLEASANT VALLEY
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